
PCM
PELTIER UNIT

Compact, Robust, 
Versatile  

Compact Power
Delivers a high power-to-size ratio, 
providing strong performance while 
keeping space requirements to a  
minimum. 

Heating & Cooling 
Combines heating and cooling in one 
device, eliminating the need for an 
additional heater and simplifying system 
design.

Robust Design
IP67 / NEMA 4X protection and an 
operating range of -40 to +70 °C 
ensure reliable performance in harsh 
environments worldwide.

Built for Versatility
Position-independent operation plus 
high shock and vibration resistance 
make it ideal for flexible mounting and 
mobile applications.

F-Gas Free
Uses F-Gas free climatization technol-
ogy for a sustainable, regulation-ready, 
and future-proof solution.
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The stainless steel V4A housing offers 
excellent corrosion resistance and 
matches stainless steel enclosures 
perfectly.

Stainless Steel Housing
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PELTIER PCM 55 PCM 70 PCM 120

Article No. 15365580025 15367080025 15361280025

Rated Voltage (±10%) 24 V DC 24 V DC 24 V DC

Cooling Capacity (A35/A35) 55 W 70 W 120 W

Power Consumption (A35/A35) 74 W 108 W 128 W

Heating Capacity 84 W 111 W 182 W

Starting Current (A35/A35) 3.7 A 6 A 7.8 A

Type of Connection Push-in clamp

Weight (without packaging) 2.7 kg 2.7 kg 4.8 kg

Ambient Temperature Range -40…+70 °C / -40…+158 °F

Noise Level 53 dB(A)

Temperature Safety Switch Bimetal NC, 250 V AC 5A / 24 V DC 10A

Protection system
according to EN 60529

IP20 Protection Rating Toward Enclosure

IP67 Protection Rating Toward Surroundings

Design -  Cover Stainless Steel 1.4404 (V4A)

Color Stainless Steel

FLZ 700 Thermostats
The ideal control device for the Peltier unit, enabling 
automatic switching between heating and cooling modes.

Automatic Changeover
Automatically switches the PCM between cooling and heating as 
required.

Adjustable Hysteresis
Variable hysteresis allows precise adaptation to different 
application requirements.

Energy-Saving Gap Mode
Gap mode reduces energy consumption whenever operation is not 
required.


