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                    found in the Download Section on this page under Product Sheet. Description Language Type Size Download Product Sheet English pdf 360 KB Download EX-ATEX_approval English pdf 8.7 MB Download Type Z 728 Z [...] Zener barriers Make a Product Inquiry PSS Sizing Software For intrinsically safe signalling devices in Ex applications. Possible combinations: Zener barrier, IS-A105N sounder and signaling devices IS-Mini [...] Z 728 Zener barrier DC +Ve 28 300 327 26.5 28 50 Z 928 Zener barrier AC 28 300 327 26 27.6 50 Z 786 Diode barrier 28 Diode A1 36 + 0.9 V 26.5 28 50 A2 36 + 0.9 V 26.5 28 50 B – – – – Z 787 Zener barrier
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                    Further technical details can be found in the Download section on this page. Description Language Type Size Download Product Sheet English pdf 200 KB Download Ordering details IS-mB1 Colour Rated voltage [...] consumption 25 mA 1 1 typical for connection to 24 V DC via 28 V / 300 Ω zener barrier. Power must be connected via a zener barrier (max. 28 V DC, 93 mA DC, 0.66 W) or a galvanic isolator, specified by system [...] output level to fit the signalling space required. 6 Zener barriers To achieve intrinsically safe operation, units must be connected with a zener barrier or galvanic isolator. See accessory pages for available
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                    zip 180 KB Download Ex ATEX Approval English pdf 2.4 MB Download VdS Approval German English pdf 620 KB Download Declaration of performance BExS110D, BExS120D English German pdf 75 KB Download Ordering details [...] be found in the Download section on this page. Description Type Size BExS 110E-C 230 AC pdf 43 KB Download Description Language Type Size Download Product Sheet English pdf 1.7 MB Download Operating manual [...] manual D German English pdf 390 KB Download Operating manual E German English pdf 380 KB Download 3D-Model (IGS) English zip 240 KB Download 3D-Model (SAT) English zip 180 KB Download 3D-Model (STEP) English
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                    English pdf 1.1 MB Download 3D-Model (SAT) English zip 180 KB Download 3D-Model (IGS) English zip 270 KB Download 3D-Model (STEP) English zip 180 KB Download Tone table English pdf 1.4 MB Download EX-ATEX [...] found in the Download section on this page. Description Type Size Conformity_CE_085506626_Rev08_Mar24_BExCS.pdf pdf 41 KB Download Description Language Type Size Download Product Sheet English pdf 1.8 MB Download [...] EX-ATEX approval English pdf 2.4 MB Download Ordering details BExCS110-05D Lens colour Rated voltage 230 V AC 115 V AC 24 V DC red Article number 32074105000 32074155000 32074805000 To make the order process
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                    found in the Download section on this page. Description Type Size Conformity_CE_085506631_Rev11_Mar24_BExBG.pdf pdf 43 KB Download Description Language Type Size Download Product Sheet English pdf 420 KB Download [...] German English pdf 970 KB Download Operating manual 05 E German English pdf 1.1 MB Download Operating manual 10/15 D German English pdf 770 KB Download Operating manual 10/15 E German English pdf 1.1 MB Download [...] Download Ex ATEX Approval English pdf 2.4 MB Download Ordering details BExBG05E BExBG05D Lens colour Rated voltage 230 V AC 24 V DC 230 V AC 24 V DC yellow Article number 31130103000 31130803000 31131103000
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                    zip 160 KB Download Drawing (DWG) German English dwg 260 KB Download Ex ATEX Approval English pdf 2.4 MB Download Declaration of performance BExS110D, BExS120D English German pdf 75 KB Download Ordering [...] be found in the Download section on this page. Description Type Size BExS 120E-C 230 AC pdf 43 KB Download Description Language Type Size Download Product Sheet English pdf 1.7 MB Download Operating manual [...] manual D German English pdf 550 KB Download Operating manual E German English pdf 280 KB Download 3D-Model (IGS) English zip 230 KB Download 3D-Model (SAT) English zip 160 KB Download 3D-Model (STEP) English
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                    details can be found in the Download section on this page. Description Language Type Size Download Product Sheet English pdf 2.3 MB Download Drawing English pdf 79 KB Download Ordering details IS-mC1 Colour [...] consumption 48 mA¹ 1 typical for connection to 24 V DC via 28 V / 300 Ω zener barrier. Power must be connected via a zener barrier (max. 28 V DC, 93 mA DC, 0.66 W) or galvanic isolator, specified by the [...] IS-mC1 LED blinking light/sounder combination Make a Product Inquiry PSS Sizing Software very economical visual and acoustic alarm certified for use in Ex-Zones 0, 1 and 2! compact design with a diameter of


                    
                    
                

            

        
	
            
                

                
                    
                        IS-mA1
                    
                


                
                    300 Ω zener barrier) Power must be connected via a zener barrier (max. 28 V DC, 93 mA DC, 0.66 W) or a galvanic isolator, specified by the system certificate. Description Language Type Size Download Product [...] Make a Product Inquiry PSS Sizing Software very economical acoustic alarm certified for use in Ex-Zones 0, 1 and 2! compact design with a diameter of just 88 mm sounder operated via certified zener barriers [...] volume control also available as mining-certified device (IM1 EEx ia) Here you can find suitable zener barriers protection system operating between +60 / –40 °C Electrical data IS-mA1 Rated voltage 24 V DC
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                    300 Ω zener barrier) Power must be connected via a zener barrier (max. 28 V DC, 93 mA DC, 0.66 W) or a galvanic isolator, specified by the system certificate. Description Language Type Size Download Product [...] Product Sheet English pdf 2.3 MB Download Manual English pdf 340 KB Download Ordering details IS-A105-N Rated voltage 24 V DC Article number 32033800000 To make the order process easy for you and to ensure [...] control and selectable tone stages. 2 Zones 0, 1 and 2 Certified for use in Ex zones 0, 1 and 2 when used with a certified zener barrier or galvanic isolator. 3 Audible notification Choice of 49 unique alarm
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                    LED-HI-3G/3D pdf 510 KB Download MANUAL QUADRO LED-HI-3G/3D pdf 1.3 MB Download Description Language Type Size Download Product sheet English pdf 590 KB Download 3D model (IGS) English zip 310 KB Download 3D model [...] model (SAT) English zip 190 KB Download 3D model (STEP) English zip 190 KB Download Type Examination Certificate English German pdf 2.9 MB Download Ordering details Quadro LED-HI 3G/3D Lens colour Rated [...] Quadro LED-HI 3G/3D Ex-ATEX LED lights Make a Product Inquiry PSS Sizing Software User-adjustable extrem brightness up to 75 cd and selection of several signaling modes: continuous light | blinking light
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